


LF1B LED Illumination Units

Dimensions

Internal Circuit

Brown

LED

Blue

R

R

R
24V DC

(non-polarity)

�s Dimension List (mm)

Type A B C
LF1B-A 134   64 123
LF1B-B 210 140 199
LF1B-C 330 260 319
LF1B-D 580 510 569

Specifications
Type No. LF1B-A�
S-2THWW4 LF1B-B�
S-2THWW4 LF1B-C�
S-2THWW4 LF1B-D�
S-2THWW4
Rated Voltage 24V DC (non-polarity)

Input Current (typ.)
(at the rated voltage) 30��mA 60 mA 120 mA 240 mA

Rated Power (typ.)
(at the rated voltage) 0.8W 1.5W 2.9W 5.8W

Insulation Resistance ���������0�W���P�L�Q�L�P�X�P�����������9���'�&���P�H�J�J�H�U��
Dielectric Strength 1000V AC, 1 minute (between live and dead parts)
Operating Temperature –30 to +55°C (no freezing)
Operating Humidity 45 to 85% RH (no condensation)
Storage Temperature –35 to +70°C (no freezing)
Life 40,000 hours (half brightness)
Weight (approx.) 95g 125g 165g 255g
Degree of Protection IP54

Main Materials
Plastic housing (middle): PC (UL94V-2), Plastic housing (ends): PA66 G15 (UL94V-0)
Wire: US20276T AWG24×2c

�s LED Optical Specifications

Type No. LF1B-A�
S-2THWW4 LF1B-B�
S-2THWW4 LF1B-C�
S-2THWW4 LF1B-D�
S-2THWW4
Color Temperature (typ.) 5500K

Illuminance (typ.)
(front at 500 mm)

Transparent: 	 90 lx
White:  	 80 lx

Transparent: 	 170 lx
White: 	 150 lx

Transparent: 	 330 lx
White: 	 300 lx

Transparent: 	 560 lx
White: 	 500 lx
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Conduit: PA66

Wire: US20276T
  AWG24×2c (brown, blue)
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End Cover: PA66
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LED Module

Cover: PC
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All dimensions in mm.


