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New metal bezels are now available for the YW series push-
buttons, illuminated pushbuttons, and selector switches.

Additional models expand options to choose from, yet main-
tain the original YW series features. Approvals and dimen-
sions are the same as the original plastic bezel models.

*Three slim 10-mm-thick contact blocks can mount on one deck
behind the operator, reducing depth of behind the panel.

* Self-cleaning wiping contacts have scored contact surfaces to
increase reliability.

*Integrated finger-safe terminal cover
Degree of protection: IP20 (terminal)
IP65 (from panel front)

*The innovative plastic locking lever is retained and eliminates the
need for a separate lever lock.
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YW Series Control Units with Metal Bezels

Space-saving, 10-mm-thick contact blocks

Removable operator

* Compact and light-weight

* |P20 finger-safe screw terminals (IEC 60529)
* Separate contact blocks make installation and

removal easy.

¢ Matted-surface buttons, lenses, and bezels

reduce reflection of ambient light.

* UL, c-UL listed, EN compliant, and CCC

approved.
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LISTED

* UL508, CSA C22.2 No. 14,
EN 60947-1, EN 60947-5-1

GB 14048.5

Contact Ratings (Contact Block) Specifications
Rated Insulation Voltage 600V 1(?peratmi; 20 to +55°C (no freezing)
Rated Thermal Current 10A émperature
Operating Voltage 24y 120V 240V 380V Operating Humidity 45 to 85% RH (no condensation)
AC Resistive Load (AC-12) | 10A | 10A | 6A | 2A Storage Tomperature | 45 10 +80°C
50/60 Hz | |nductive Load (AC-15) | 10A 6A 3A 1.9A Storage Humidity 95% RH maximum
— Degree of Protection From panel front:  IP65 (IEC 60529)
DC Resistive Load (DC-12) 8A 2.2A 1.1A — 9 Terminal: IP20 (IEC 60529)
Inductive Load (DC-13) 4A 1.1A 0.55A — Insulation Resistance | 100 MQ
. . Contact block: 2,500V, 1 minute
LED Lamp Ratings Dielectric Strength | pjo¢ jight: 2,000V, 1 minute
Vibration Resist Operating extremes: 5 to 55 Hz, amplitude 0.5 mm
Type No. Rated Voltage Rated Current Color Code ibration Resistance Damage limits: 30 Hz, amplitude 1.5 mm
y 10mA (A, R,Y) . Operating extremes: 100 m/s2 (10G)
LSED-62 |6V ACDC TMAGPWS) | Shock Resistance | no 1 age limits: 1,000 m/s? (100G)
: 14mA (A R,Y) G- green <Pushbuttons and illuminated pushbuttons>
LSED-1@ 12V AC/IDC 13 mA (G, PW, S) PW: gure white Momentary: 5,000,000 (single contact block)
14 mA (A, RY) R:  red 1,000,000 (double contact block)
LSED-2@ |24V AC/DC 13 mA (G‘ PW. S) |S: blue Mechanical Life Maintained: 250,000 (single contact block)
Y- ello (minimum operations) 100,000 (double contact block)
LSED-H® | 110V AC/DC 5.5 mA yeliow <Selector switches
LSED-M3@ | 230/240V AC/DC | 2.7 mA 250,000 (single contact block)

Note: Specify a color code in place of @ in the Type No.
Yellow LED lamps are used for white illumination of illuminated pushbut-

tons.

Incandescent Lamp Ratings

Type No. Rated Voltage Ratings
LS-T6 6V AC/DC 6.3V 1W
LS-T8 12V AC/DC 18V 1W
LS-T3 24V AC/DC 30V 1W

Mounting Hole Layout
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The 3.2-mm-wide key recess is necessary
i when the anti-rotation ring is used.

100,000 (double contact block)

Electrical Life
(minimum operations)

100,000 (single contact block)
50,000 (double contact block)

Unit A (mm) B (mm)
gglser::kt)g:tcs)\?vitch 50 minimum 30 minimum
Mushroom pushbutton 50 minimum 40 minimum

Note: Keep a minimum spacing of 50 mm when using a lamp of over 1W.
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022| YW series Control Units with Metal Bezels

Pushbuttons
Style Operation Contact Type No. @ Button Color Code
Flush 1NO YW4B-M1E10®
1NC YW4B-M1E01®
2NO YW4B-M1E20®
2NC YW4B-M1E02®
Momentary 1NO-1NC YW4B-M1E11® B: black
3NO YW4B-M1E30® G: green
3NC YW4B-M1E03® R: red
2NO-1NC YW4B-M1E21® S: blue
1NO-2NC YW4B-M1E12® W: white
1NO YW4B-A1E100 Y- yellow
1NC YW4B-A1E01®
Maintained 2NO YW4B-A1E20®
2NC YW4B-A1E02®
1NO-1NC YW4B-A1E11®
Extended 1NO YW4B-M2E10®
1NC YW4B-M2E01®
Momentary 2NO YW4B-M2E20© B: black
2NC YW4B-M2E02® G: green
1NO-1NC YW4B-M2E11® R: red
1NO YW4B-A2E10® S: blue
1NC YW4B-A2E01® W: white
Maintained 2NO YW4B-A2E200 Y- yellow
2NC YW4B-A2E02®
1NO-1NC YW4B-A2E11®
Mushroom g40mm 1NO YW4B-M4E10©
1NC YW4B-M4E01®
Momentary 2NO YW4B-M4E20® B: black
2NC YW4B-M4E02® G: green
1NO-1NC YW4B-M4E11® R: red
1NO YW4B-A4E10® S: blue
1NC YW4B-A4E01® W: white
Maintained 2NO YW4B-A4E200 Y- yellow
2NC YW4B-A4E02®
1NO-1NC YW4B-A4E11®
Note: Specify a button color code in place of @ in the Type No.
Dimensions
Panel Thickness: 0.8 t0 6
Gasket H
Sl
o
M3.5 Terminal Screw
Contact Block Eﬁk Lock
* Flush = . @g * Mushroom Locking Ring -
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45.8 | 205 |
* Extended

All dimensions in mm.
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YW series Control Units with Metal Bezels
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Illuminated Pushbuttons

lllumination . ® Operating
. @ Lens Color Code
Style Type Operation | Contacts Type No Voltage Code
Extended 1NO YWA4L-M2E10Q0@
1NC YWA4L-M2E01Q0@
Momentary 2NO YWA4L-M2E20Q0®@
2NC | YW4L-M2E02Q0@ A: amber
i G: green
Without L 1NO-1NC | YW4L-M2E11Q0®@ 0:  without lamp R:  red
fthout Lamp 1NO YW4L-A2E10Q0®@ 250V AC/DC max. S:  blue
W:  white
1NC YWA4L-A2E01Q0® Y. yellow
Maintained 2NO YW4L-A2E20Q0@
2NC YW4L-A2E02Q0®
1NO-1NC | YW4L-A2E11Q0@
1NO YW4L-M2E10Q@@
1NC YW4L-M2E01Q®@ A amber
Momentary 2NO YW4L-M2E20QB®@ G: green
2NC YW4L-M2E02QR®@ 2: 6V AC/DC PW: pure white
INO-INC | YW4L-M2E11 8: 12V AC/DC R red
LED O-1NC Qo® 4: 24V AC/DC S:  blue
1NO YWA4L-A2E10Q@®@ H: 110V AC/DC W: white
1NC YW4L-A2E01QR® M3: 230/240V AC/DC | Y:  yellow
Maintained 2NO YWA4L-A2E20Q0®@ Built-in LED lamp:
2NC YWA4L-A2E02Q@®@ LSED-0®
1NO-1NC | YW4L-A2E11QR®
1NO YW4L-M2E10Q@®@
1NC YW4L-M2E01Q@®®@
Momentary 2NO | YW4L-M2E20Q0® é{ a:ggﬁ'
2NC | YW4L-M2E02Q@@ R: ?ed
INO-INC | YW4L-M2E11Q@® |5 6VAC/DC S:  blue
Incandescent 6: 12V AC/DC wW: hit
1NO YW4L-A2E10Q@®@ . ¢ Wwhite
7. 24V AC/DC Y. yellow
1NC YW4L-A2E01QR® T
L Built-in incandescent lamp:
Maintained 2NO YWA4L-A2E20QQ@ LS-T®
2NC YW4L-A2E02QR®@
1NO-1NC | YW4L-A2E11QR®
Extended with 1NO YWA4L-MF2E10Q0®@
Full Shroud 1NC YWA4L-MF2E01Q0®@
Momentary 2NO YWA4L-MF2E20Q0@ A b
N amber
2NC YW4L-MF2E02Q0®@ G green
Without L 1NO-1NC | YW4L-MF2E11Q0®@ 0:  without lamp R: red
fthout Lamp 1NO YW4L-AF2E10Q0®@ 250V AC/DC max. S:  blue
INC | YWAL-AF2E01Q0®@ y ng:gv
Maintained 2NO YW4L-AF2E20Q0@ '
2NC YWA4L-AF2E02Q0®@
1NO-1NC | YW4L-AF2E11Q0@
1NO YWA4L-MF2E10Q®@
1NC YWA4L-MF2E01Q®@ A amber
Momentary 2NO YW4L-MF2E20Q®®@ G: green
2NC YW4L-MF2E02Q@®@ |2: 6V AC/DC PW: pure white
TNO-INC | YWA4L-MF2E11 3: 12V AC/DC R:  red
LED O-1NC Qo® 4: 24V AC/DC S:  blue
1NO YWA4L-AF2E10Q®®@ H: 110V AC/DC W:  white
1NC YW4L-AF2E01QR® M3: 230/240V AC/DC | Y:  yellow
Maintained 2NO YW4L-AF2E20Q@®@ Built-in LED lamp:
LSED-@®@
2NC YWA4L-AF2E02QR®
1NO-1NC | YW4L-AF2E11Q@®@
1NO YWA4L-MF2E10Q@®@
1NC YW4L-MF2E01Q®®@
Momentary 2NO | YW4L-MF2E20Q0®@ é{ a:ggﬁ'
2NC | YW4L-MF2E02Q@®@ R: ?ed
INO-INC | YW4L-MF2E11Q@@ |5 6VAC/DC S:  blue
Incandescent 6: 12V AC/DC W: hit
1NO YWA4L-AF2E10Q@® . ¢ Wwhite
7. 24V AC/DC Y. yellow
1NC YW4L-AF2E01QR®® T
L Built-in incandescent lamp:
Maintained 2NO YWA4L-AF2E20QQ®©@ LS-T®
2NC YWA4L-AF2E02QBR®@
1NO-1NC | YW4L-AF2E11Q@@

Note: Specify a lens color code in place of @ in the Type No.
Specify an operating voltage code in place of @ in the Type No.
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022| YW series Control Units with Metal Bezels

lllumination . ® Operating
tyl ration ntact T No. Len lor
Style Type Operation | Contacts ype No Voltage Code @ Lens Color Code
240mm Mushroom 1NO YWA4L-M4E10Q0®@
1NC YW4L-M4E01Q0®@
Momentary 2NO YW4L-M4E20Q0®
A: amber
2NC YWA4L-M4E02Q0@ G- green
) 1NO-1INC | YW4L-M4E11Q0®@ 0:  without lamp R red
Without Lamp 1NO YW4L-A4E10Q0®@ 250V AC/DC max. S:  blue
INC | YW4L-A4E01Q0@ \\’(V ;";;L‘?N
Maintained 2NO | YWA4L-A4E20Q0@ ’
2NC YWA4L-A4E02Q0@
1NO-1NC | YW4L-A4E11Q0@
1NO YW4L-M4E10Q@@
1NC YW4L-M4E01QB®@ A amber
Momentary 2NO YW4L-M4E20QG® G: green
2NC | YW4L-M4E02QQ0@ 2: 6V AC/IDC PW: pure white
INO-INC | YWAL-M4ET 8: 12V AC/DC R red
LED Qe® 4: 24V AC/DC S:  blue
1NO YW4L-A4E10QRQ H: 110V AC/DC W:  white
1NC YW4L-A4E01QR® M3: 230/240V AC/DC | Y:  yellow
Maintained 2NO YW4L-A4E20QR®@ Built-in LED lamp:
2NC YW4L-A4E02QR®@ LSED-0@
1NO-1NC | YW4L-A4E11QR®
1NO YW4L-M4E10Q@@
1NC YW4L-M4E01Q@@
Momentary 2NO | YWAL-M4E20Q@®@ é{ amber
2NC YW4L-M4E02Q@®@ R ?erzen
neand ' INO-INC | YW4L-M4E11Q®@®@ g: ?\Z’VA%?SC S:  blue
ncandescen N . .
1NO YW4L-A4E10Q@®@ : W:  white
7: 24V AC/DC Y. yellow
1NC YW4L-A4E01QR® T
L Built-in incandescent lamp:
Maintained 2NO YWA4L-A4E20QR@ LS-T®
2NC YWA4L-A4E02QB®@
1NO-1NC | YW4L-A4E11QR®

Note: Specify a lens color code in place of @ in the Type No.
Specify an operating voltage code in place of ® in the Type No.

Dimensions

Panel Thickness: 0.8 to 6

Full-voltage Adapter Gasket

M3.5 Terminal Screw
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M3.5 Terminal Screw
Contact Block

* Extended
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Locking Ring
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* Extended with Full Shroud

45.8 19

28.6

(Lens Diameter)
.
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* Mushroom

Locking Ring

240
(Lens Diameter)

45.8 205 |

All dimensions in mm.
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Selector Switches

Knob Type
Style
No. of Contact Contact Block Operator Position Maintained Spring Return _ _
Positions Configuration Mounting Position L R - from Right
1NO 1 NO LJ
2 YW4S-2E10 YW4S-21E10 — —
(10) 3
INC 1
2 YW4S-2E01 YW4S-21E01 — —
(01) 3 NC | @
1 NO
2NO 2 YW4S-2E20 YW4S-21E20 - -
(20) 3 NO
2NC 1 NC
00° 2 YW4S-2E02 YW4S-21E02 — —
(02) 3 NC
2-Position 1 NO ®
L R ! NO1'11 NC 2 YWA4S-2E11 YW4S-21E11 - -
\v/ (1) 3 NC | ®
aNO 1 NO 0
2 NO ° YW4S-2E30 YW4S-21E30 — —
(30) 3 NO °
anNe 1 NC D
2 NC 0 YW4S-2E03 YW4S-21E03 — —
(03) 3 NC | @
1 NO ®
2NO-1NC 2 NO 0 YW4S-2E21 YW4S-21E21 — —
(21) 3 NC | @
1 NO
TNO-2NC 2 NC | @ YW4S-2E12 YW4S-21E12 - -
(12) 3 NC | @
No. of Contact Contact Block Operator Position Maintained Spring Return Spring Return Spring Return
Positions Configuration Mounting Position L C R from Right from Left Two-Way
2NO 1 NO D
2 YW4S-3E20 YW4S-31E20 YW4S-32E20 YW4S-33E20
(20) 3 NO
1
2NO 2 NO ® YW4S-3E20N1 YW4S-31E20N1 YW4S-32E20N1 YW4S-33E20N1
(20N1) 3 NO °
NG 1 NC [ ]
2 YW4S-3E02 YW4S-31E02 YW4S-32E02 YW4S-33E02
(02) 3 NC | amm
1
2NC 2 NC 0 YW4S-3E02N1 YW4S-31E02N1 YW4S-32E02N1 YW4S-33E02N1
(02NT1) 3 NC | cammm
1 NO D
TNO-1NC 2 YW4S-3E11 YW4S-31E11 YW4S-32E11 YW4S-33E11
(1) 3 NC | ammm
1NO-1NC 1 NC L___J
45° A1NT) 2 YW4S-3E11N1 YW4S-31E11N1 YW4S-32E11N1 YW4S-33E11N1
3-Position :13 mg °® LJ
L% a "(“ﬁ;\];‘)c 2 NC ° YW4S-3E11N2 YW4S-31E11N2 | YW4S-32E11N2 | YWA4S-33E11N2
3
\V 1NO-1NC L
. 2 NC ® YW4S-3E11N3 YW4S-31E11N3 YW4S-32E11N3 YW4S-33E11N3
(11N3) 3 NO
1NO-1NC 1
2 NO ) YW4S-3E11N4 YW4S-31E11N4 YWA4S-32E11N4 YWA4S-33E11N4
(11N4) 3 NC | e
aNO 1 NO ®
2 NO D ® | YW4S-3E30 YW4S-31E30 YW4S-32E30 YW4S-33E30
(30) 3 NO °
ING 1 NC D
2 NC ® YW4S-3E03 YW4S-31E03 YW4S-32E03 YW4S-33E03
(03) 3 N )
2NO-INC ! O 1 @
2 NC ® YW4S-3E21 YW4S-31E21 YW4S-32E21 YW4S-33E21
(21) 3 NO °
INO-2NG 1 NC [
2 NO 0 ® | YW4S-3E12 YW4S-31E12 YW4S-32E12 YW4S-33E12
(12) 3 NC | e
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YW series Control Units with Metal Bezels

Contact Block Mounting Position

Contact Block

Mounting Position

1 2 3

Operator Position

Dimensions

Panel Thickness: 0.8 t0 6,
Gasket —‘ ‘

o B :
S i =

M3.5 Terminal Screw
Contact Block

0.3

45.8

d Locking Ring

90°
¥ T

5 2-position

30

11.3 ‘
24
-+ |

3-position

oL T

<
Q)qf?: )2 /
=h

i

All dimensions in mm.

For accessories and instructions, see YW control units catalog EP1140-0.

Specifications and other descriptions in this catalog are subject to change without notice.
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