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SLC30 Series Combination Display Lights

481

Ordering Information (SLC30) [Conversion Rate]
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Ex. 1

Ex. 2

Ex. 3

Ex. 4

Type F, 20 windows

Type H, 9 windows (Type F equivalent: 3 rows by 6 columns)

Type M, 9 windows (Type F equivalent: 2 rows by 6 columns)

Incandescent illuminated type
when arrangement of color
screen is not designated.

LED illuminated units
in one color.

 SLC30N-

Color screen: Type F, 20 windows

Color screen: Type H, 9 windows

Specify the position and each color
code on the specification sheet.

G(5) + R(5) + S(5) + Y(5) +  = 20

G (3) + R(3) + Y (3)  = 9  

SLC30 Series

04 G(5), R(5), S(5), Y(5)05 F R (20)

R (9)SLC30N-

SLC30 Series 

03 G(3), R(3), Y(3)

No entry is required in designations.

No entry is required in designations.

Specify each color code on the
specification sheet.

Specify each color code on the
specification sheet.

No entry is required in designations.06 H

SLC30 Series (Type F, 12 windows)

When ordering a combination of units with different operating voltages, specify Type No. as follows.

Specify the position of the units and each voltage on the specificaiton sheet.

24V AC/DC 100/110V AC 48

Color screen: Type H, 9 windows
R (9) = 9

SLC30N-

SLC30 Series 

02 06 M  

+ -SLC30N-0304- DD 2 FB(8) TD 1 FB(4) W (12)
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Color screen: Type F, 20 windows
R (20) = 20
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Ex.
Color Code

Color Code

Color Screen Code

Color Screen Code

Ex.

Ex. 5 When ordering a combination of units with diffrent illuminatin colors, specity Type No. as follows. 

Specify the position of the units
and each color code on the
specificaiton sheet.

Example: Full voltage LED illuminated 24V AC/DC, Red (6), Pure White (2)

Columns

Rows

Color Code

SLC30N-0204-DD2FB(6) + DDA2FB(2) - R(6)PW(2)
Red Pure White Designation

Red: 6, Pure White: 2
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Type F, 12 windows, Full voltage type

• When more than one color is 
required for LED.

• When a particular arrangement of 
color screen is required.

• When color screen is 
required, specify the color 
screen code.

• When color screen is 
required, specify the color 
screen code.

Transformer Type

When ordering SLC Series Combination Display Lights, use the 
specification sheet provided on page 509.

•••• Designation Procedure
1. Type No.: Refer to Type No. Configuration on page 480.
2. Quantity: Enter the required number of identical assemblies.

•••• Counting of Windows
Count the number of windows in the equivalent of Type F (basic 
size).

•••• Leaf Spring (for one-window type only)
Leaf spring for temporary fastening is not attached, and can be 
supplied free of charge upon request when ordering (Type No. 
SLD44KVP).

• Type H (horizontal type)

• Type L (horizontal type)

• Type V (vertical type)

• Type G (large type)

• Type C (split-window type)

Type F equivalent: 2 windows
Row (1), Column (2)

Type F equivalent: 3 windows
Row (1), Column (3)

Type F equivalent: 2 windows
Row (2), Column (1)

Type F equivalent: 4 windows
Row (2), Column (2)

Type F equivalent: 1 window
Row (1), Column (1)

[Designation Examples]


