


1095

GE1A Series Electronic Timers 
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Dimensions

All dimensions in mm. 

35

10.2 6 10.9

14.263.8

M S × ×

OUTPOWER GE1A

48

48

45 +0.5
–0

45
+

0.
5

–0

Panel Cut-out

Applicable Sockets

29

8

52
3

36

M3.5 Terminal
Screw

(Top View)

6

5 4

3

7

8

2

1

Terminal Arrangement

16.5

20

28.5

63.8

DIN Rail 
(BAA/BAP)

When using BAA/BAP: 113 max.

109 max.

29

7.9 max.

4.4 max. 5 min.

ø3.6 min.

2-ø4.2 Mounting Holes
(or M4 Tapped Holes)

ø4.2 hole

8

40

1
60

33

M3.5 Terminal
Screw

6 5 4 3

2187

Terminal Arrangement

18

22

DIN Rail
(BAA/BAP)

ø4.2 hole

33

2-ø4.2 Mounting Holes
(or M4 Tapped Holes)

7.9 max.

4.9 max. 5 min.

ø3.6 min.

(Top View)63.8

When using BAA/BAP: 107 max.

103 max.

8-M3.5 Terminal Screws

2 1 8 7

3 4 5 6

30
.4

44
.6

Panel Thickness: 0.8 to 5
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Accessories

SR2P-05A•

SR2P-06A•

SR6P-M08G•

Name Appearance Type No. 

Panel Mount Adapter GE9Z-AD

Dust Cover GE9Z-C48


